
LOW PRESSURE COPPER WARRANTY

RHEEM CODE LOW PRESSURE COPPER WATER HEATER MODEL

14904013          Low Pressure Copper 40L

14T09013   Low Pressure Copper 90L

14T11013   Low Pressure Copper 110L

12T13513    Low Pressure Copper 135L

14T13513 Low Pressure Copper 135L

16T13513 Low Pressure Copper 135L

18T13513 Low Pressure Copper 135L

54T13513 Low Pressure Copper 135L

12T18013   Low Pressure Copper 180L

12T18015 Low Pressure Copper 180L

14T18013 Low Pressure Copper 180L

14T18015 Low Pressure Copper 180L

54T18013 Low Pressure Copper 180L

54T18015    Low Pressure Copper 180L

16T18013 Low Pressure Copper 180L

16T18015  Low Pressure Copper 180L

14922515  Low Pressure Copper 225L

16922515 Low Pressure Copper 225L

14927015 Low Pressure Copper 270L

14927025 Low Pressure Copper 270L

16927015    Low Pressure Copper 270L

16927025   Low Pressure Copper 270L

14935025        Low Pressure Copper 350L

19901513     Low Pressure Copper 15L Underbench

19902513 Low Pressure Copper 25L Underbench

19904013 Low Pressure Copper 40L Underbench

14513513 Low Pressure Copper Wetback

16513513   Low Pressure Copper Wetback

18513513          Low Pressure Copper Wetback

12518015   Low Pressure Copper Wetback

14318015 Low Pressure Copper Wetback

14418015   Low Pressure Copper Wetback

14518015 Low Pressure Copper Wetback

54518013         Low Pressure Copper Wetback

54518015     Low Pressure Copper Wetback

16518015 Low Pressure Copper Wetback

14522515        Low Pressure Copper Wetback

16522515         Low Pressure Copper Wetback

14527015 Low Pressure Copper Wetback

16527015    Low Pressure Copper Wetback

1092501G Electric Dairy Water Heater 250L 

1093501G Electric Dairy Water Heater 350L

1094501G Electric Dairy Water Heater 450L

1096001G Electric Dairy Water Heater 600L

Due to localised water conditions in the Hastings district, Rheem New Zealand advise that any of our Low Pressure 
Copper hot water cylinders are NOT suitable for installation in the postcode areas of 4120 and 4122. These cylinders 
are outside of our Rheem Warranty water chemistry terms, based upon recent testing and may result in subsequent 
pinhole corrosion.  We recommend our Rheem Vitreous Enamel or Stainless Steel cylinders for installation in these areas 
assuming localised conditions remain as per the recent water testing.  Should you have any questions, please contact 
Customer Services on 0800 657 336.
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